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NE-U22V MICROAIR®

VIBRATING MESH NEBULIZER SYSTEM

In 1993 Omron Healthcare introduced the first electronic nebulizer
with VMT (Vibrating Mesh Technology) in the NE-U03 Micro-Air. The
Micro-Air was the first nebulizer of its kind to utilize a ceramic mesh
plate and low frequency vibration to create a therapeutic aerosol. 

Today, Omron Healthcare engineers have again moved forward in 
the development of electronic nebulizer technology with the introduction
of the NE-U22V Micro-Air. Focusing on patient convenience and 
compliance as it’s goal, Omron’s new Micro-Air with a smaller package
and unsurpassed aerosol delivery in an electronic nebulizer offers all
the features that today’s respiratory patient needs to control chronic
conditions. Whether treating asthma, COPD or other respiratory 
diseases, the NE-U22V Micro-Air is “breathtaking”.

VIBRATING MESH TECHNOLOGY

Vibrating Mesh Technology is the use of low frequency vibration (180 kHz)
produced by a horn transducer that pushes medication through a
metal alloy mesh plate with over 6000 holes to create an efficient,
therapeutic, low velocity aerosol.

Unlike Metered Dose Inhalers (MDI’s) with “high velocity” aerosol
delivery, difficult inhalation techniques and the need for “spacing
devices”, the Micro-Air delivers low velocity aerosol and requires no
coordination issues with breathing. This makes Micro-Air suitable 
for use with all patients regardless of age. Micro-Air’s efficient 
VMT system delivers to the last drop of medication and can operate
with small volumes starting as low as .5ml. Micro-Air’s
low frequency requires less power consumption, 
allowing for operation from two “AA” batteries and 
reducing weight to 6 ounces.

Add to this a profile comparable to
today’s new cellular phones and you
have the optimal nebulizer for today’s
active respiratory patient.
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THE NE-U22V MICROAIR® COMES

WITH THE FOLLOWING:
• Main Power Unit
• Unit Cover
• Medication Cup
• Mesh Cap
• Mouthpiece/Mask Adapter
• Mouthpiece
• Carrying Case
• Instructional video
• 2 Year Limited Warranty

OPTIONAL ACCESSORIES:

• AC Adapter
• Child’s Mask

PRODUCT SPECIFICATIONS:
Power Supply: 100 VAC and 50/60 Hz (with AC adapter)

3 VDC (two AA alkaline batteries, not included)
2.4 VDC (two AA NiMH batteries, not included)

Power Consumption: Approx. 1.5 W

Vibration Frequency: 180 kHz

Nebulization Rate: 0.4 to 0.5 mL/min average

Particle Size Range: MMAD approx. 5µm (1 to 5 µm for 80% of 
the entire volume particle distribution)

Medication Capacity: Maximum of 7 mL

External Dimensions: 1.5 x 2.0 x 4.1 in.

Weight: Approx. 6 oz. (with batteries)

Battery Life: Approx. 4 Hours with continuous use
Approx. 8 days when used about 30 minutes a day
(with the use of alkaline batteries)

Operating Temperature/Humidity: 10 to 40ºC/30 to 85% RH

Caution: Federal law restricts this device to sale by or on the order of a physician 
or licensed practitioner.
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MICROAIR® ACCESSORIES:

Omron Healthcare, Inc. • 300 Lakeview Parkway • Vernon Hills, IL 60061
www.omronhealthcare.com • Toll Free:1-800-231-4030

1. Model U22-1 Mouthpiece
(12 each)

2. Model U22-2 Mask and
Mouthpiece Adapter (12 each)

3. Model U22-3 Medication Bottle 4. Model U22-4 Mesh Cap

6. Model U22-5 AC Adapter

7. Model U22-7 Storage Case

5. Model 9921 Child’s Mask
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